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06/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8250
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

 ASSEMBLY TOP VIEW 

 ASSEMBLY FRONT VIEW 

 ASSEMBLY LEFT SIDE VIEW  ASSEMBLY RIGHT SIDE VIEW 

 ASSEMBLY BACK VIEW 

 ASSEMBLY ISOMETRIC VIEW 

2

1

1 DOOR ASSEMBLY

1 DOOR TROLLEY ASSEMBLY

2

3

EG-22-M-8251

    DVS - GENERAL ASSEMBLY   

1

3

8

11

9

1 FRAME ASSEMBLY

2

ENCLOSURE ASSEMBLY EG-22-M-8252/8253

EG-22-M-8254

1 AIRLOCK ASSEMBLY EG-22-M-8255

4

5(TYP. 6)

6 EG-22-M-8256MAIN GLOVE PORT/WINDOW ASSEMBLY

1 EG-22-M-8257DRAIN GLOVE PORT/WINDOW ASSEMBLY

6

3 EG-22-M-8258LIGHT/WINDOW ASSEMBLY

7 (TYP. 3)

DRAIN PAN ASSEMBLY

EG-22-M-8259

EG-22-M-8260

CONVEYOR, SET LOW, 2 1/2" DIA. x 11 GA. ROLLER, 12" O.C. 10’ LONG GILMORE-KRAMER 25SR-55-12

10

NOTE 1

10

NOTES:
1. SHIM CONVEYOR 3/4" AND SPOT WELD CONVEYOR TO INTERIOR FRAME WELDMENT,

   SEE EG-22-M-8253 FOR INTERIOR FRAME.

98.8

95.0

(8.7)

CONVEYOR SUPPORTS, FOR 55", 18" TO 21" GILMORE-KRAMER HS-4
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06/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8251
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

 ASSEMBLY TOP VIEW 

 ASSEMBLY SIDE VIEW 

 ASSEMBLY END VIEW 

 EXPLODED ISOMETRIC ASSEMBLY 

1

1 DRAIN FLANGE ASSEMBLY SEE SHEET 2

2

2

3

1

4

4

2

5

6

6

5

2

2

8

1

2

9

9

10

10

PLATE, 1/4"x2"x64", CS

2

(SEAL WELD INTERIOR

ONLY TYP.)

(SEAL WELD)

1/4
(SEAL WELD)

(SEAL WELD)
1/4

(SEAL WELD

TYP.)

1/8

(SEAL WELD

TYP.)

(TYP.)

1/4

(SEAL WELD

TYP.)

1/4

(SEAL WELD ITEMS

8 & 9 TO DRIP PAN

ASSEMBLY)

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8".

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

-

A

 DETAIL A 

.5%
%d

-

B

 DETAIL B  DETAIL C 

-

C

 DETAIL D 

-

D

SEE SHEET 2

SEE SHEET 2

SEE SHEET 2

SEE SHEET 2

SEE SHEET 2

SEE SHEET 2

SHEET, 12 GA, 12.76" x 69.81", CS

SHEET, 12 GA, 6.63" x 65.29", CS

SHEET, 12 GA, 2.40" x 2.61", CS

SHEET, 12 GA, 2.40" x 2.61", CS

2

6
4

.0
0

111.00

2

7

1 SEE SHEET 2

SHEET, 12 GA, 48" x 69.81", CS

SHEET, 12 GA, 8.14" x 14.64", CS

SHEET, 12 GA, 27.12" x 96.0", CS

PLATE, 1/4"x2"x107", CS

DVS - DRAIN PAN ASSEMBLY
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 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8251
0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

1 DRAIN FLANGE ASSEMBLY

1

1

1

1

 DRAIN FLANGE ASSEMBLY 

(SEAL WELD)

(SEAL WELD)

3/16

(SEAL WELD)

3/16

1

1A

1B

1C

1D1E

4.0
0

2.34

 ITEM  1A

2.34

 UNBENT SIDE VIEW 

1
2
.7

6

 ITEM  1B

SHEET, 12 GA, 2.34" x 12.76", CS

SHEET, 12 GA, CS4.0
0

 BENT TOP VIEW 

0.50

1
.0

0

1 PIECE FORMED

 BENT SIDE VIEW 

ELBOW, 90^, 1", SCH 40, BW, CS

10.75

AS REQ’D PIPE, 1", SCH 40, CS

FLANGE, 1", 150#, RF, SO, CS

1. SEE SHEET 1 FOR NOTES.

2

 BENT SIDE VIEW 

 BENT FRONT VIEW 

(TYP.)

 UNBENT FRONT VIEW 

(1 AS SHOWN, 1 MIRRORED)

4.
25

 T
H

R
U

 H
O

L
E

 BENT SIDE VIEW 

3 ITEMS    

 BENT ITEM 2 & 3 FRONT VIEW 

 ITEM 2 UNBENT TOP VIEW 

 ITEM 3 UNBENT TOP VIEW 

4 ITEM  

1
.1

2

2.00

2
.4

0

 

 BENT TOP VIEW 

 BENT SIDE VIEW 

5 6 ITEMS    
ITEM 5 - 2 AS SHOWN

ITEM 6 - 2 MIRRORED

2 2

7 ITEM  

 BENT FRONT VIEW 

DVS-AIRLOCK DRAIN PAN ASSEMBLY

4
8

.0
0

69.81

69.81

4
.1

3

1
2
.7

6

32.00

64.00

6
.0

0

 

5^ (TYP.)

5.0^

64.00
1.12

6
.0

0

0
.9

8

(T
Y

P
.)

(T
Y

P
.)

3
.0

4

2.64

6
.6

3

 

5^ (TYP.)

65.29

2
.6

3

5
.2

5

5.10

14.64

4
.0

7

8
.1

4

96.00

4
.0

7

8
.1

4

1
3
.5

6

2
7
.1

2

8 ITEM  

4
.2

5
 T

H
R

U
 H

O
L

E
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06/30/08
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 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8252
 1 0A
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2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

 TOP VIEW 

 FRONT VIEW 

 RIGHT SIDE VIEW  LEFT SIDE VIEW 

 EXPLODED ISOMETRIC ASSEMBLY 

2 SEE SHEET 2

1

1

2

2

SHEET, 12 GA, 72" x 108.76", CS

2 SHEET, 12 GA, 12.88" x 108.76", CS SEE SHEET 2

(SEAL WELD INTERIOR

ONLY TYP.)

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8".

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

(TYP.)

1/4

(SEAL WELD ITEMS

8 & 9 TO DRIP PAN

ASSEMBLY)

3

4

5

6

6

7

7

7

7

8

8

9

9

1 SHEET, 12 GA, 65.29" x 84.88", CS SEE SHEET 2

1 SHEET, 12 GA, 65.29" x 84.88", CS SEE SHEET 2

1 SHEET, 12 GA, 65.29" x 108.76", CS SEE SHEET 2

2 SEE SHEET 2SHEET, 12 GA, 1.76" x 61.77", CS

4 SEE SHEET 2SHEET, 12 GA, CS

2 PLATE, 1/4"x2"x107", CS

2 PLATE, 1/4"x2"x64", CS

DVS - SKIN ASSEMBLY
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2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

3.43.38 30.00

6.00

30.00

6.00

30.00

8
.7

5
5

1
.0

0
1
2
.2

5
1
2
.8

8

7
2

.0
0

8
4
.8

8

108.76

1
.1

2

65.29

1
.1

2

64.00 3.6458.003.64

65.29

4
7
.7

5

17.5930.0017.69

12.3915.0010.5015.00

5
.2

6
1
6
.8

8
8
.8

6
1

5
.0

0

64.00

8
4
.8

8

6
4

.0
0

108.76

2
0
.6

4
2

4
.0

0

6
5
.2

9

10.8815.0021.0015.0021.0015.00

108.76

1.12

1.12 61.77

61.77

1
.7

6

1

2

(TYP.)

8
4
.8

8

8
4
.8

8

8
4
.8

8

1 2 ITEMS    ITEM  3
 BENT FRONT VIEW 

 BENT TOP VIEW 

 UNBENT FRONT VIEW 

(2 REQ’D)

 BENT TOP VIEW 

 UNBENT FRONT VIEW 

 ITEM  4

 BENT FRONT VIEW 

 BENT SIDE VIEW  BENT TOP VIEW 

 UNBENT TOP VIEW 

 ITEM  5

SEE SHEET 1 FOR NOTES AND MATERIAL LIST.

 BENT SIDE VIEW 

1
.1

2

 BENT FRONT VIEW 

 UNBENT FRONT VIEW 

 ITEM  6

1.12

1
.1

2
1

.1
2

 BENT FRONT VIEW 

 BENT TOP VIEW 

 BENT SIDE VIEW 

(4 REQ’D)

 ITEM  7

2
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1
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INTERIOR FRAME WELDMENT THIS SHEET

DVS - ENCLOSURE ASSEMBLY

1

2

3

3/16
(TYP.)

 ITEM  3

 INTERIOR FRAME WELDMENT 

4

AS REQ’D HSS, 2"x2"x1/4", A500 GR. G, CS

8.00

27.25

54.50

81.75

107.00

111.00

3/16

 ASSEMBLY FRONT VIEW 

(SEAL WELD

TYP.)

1.
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    DVS - FRAME ASSEMBLY   

 TOP VIEW 

 FRONT VIEW  SIDE VIEW 

2.0

38.5

74.7

111.0

113.0

115.0

17.0

49.0

66.0

5^ (TYP.)

2.02.0

34.0

68.0

117.0

31.031.0

2.0

29.3

56.5

83.8

111.0

3/16
(TYP.)

3/16
(TYP.)

3/16
(TYP.)

3/16
(TYP.)

AS REQ’D HSS, 2"x2"x1/4", A500 GR. B, CS

PAINT PER PAINT SPECIFICATION 09900.

2

1.0

DRIP PAN AND ENCLOSURE SKIN REMOVED FOR CLARITY 

DRIP PAN AND ENCLOSURE SKIN REMOVED FOR CLARITY DRIP PAN AND ENCLOSURE SKIN REMOVED FOR CLARITY 

CROSS TIE MEMBERS

ROTATED 5^ (TYP.)

 ASSEMBLY ISOMETRIC VIEW 

3/16 2-12

2-123/16 STAGGER WELD ENCLOSURE

ASSEMBLY TO FRAME (TYP.)

1 (TYP.)

2
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�PU�PU
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�PU�PU
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                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8255
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

3

 EXPLODED AIRLOCK ASSEMBLY 

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1 AIRLOCK BODY ASSEMBLY SEE SHEET 2

4

4

8

8

8

24

4

SEE SHEET 2

SEE SHEET 3

SEE SHEET 3

SEE SHEET 3

4

ENCLOSURE WALL, SEE EG-22-M-8253

1

2

2

2

2

AIRLOCK DOOR ASSEMBLY

3

3

3

3

AIRLOCK DOOR GASKET

4 5 6 7

74 5 6

74 5 6

AIRLOCK HINGE SHIM

AIRLOCK HINGE SPACER

AIRLOCK DOOR HINGE McMASTER CARR 1264A120

McMASTER CARR 91802A197MACHINE SCREW, OVAL HEAD, 8-32 x 3/4"

8 9

AIRLOCK DOOR LATCH WITH CATCH McMASTER CARR 1256A1

AIRLOCK LATCH SHIM

 ASSEMBLY TOP VIEW 

 ASSEMBLY FRONT VIEW 

ENCLOSURE WALL, SEE EG-22-M-8253

(SEAL WELD AIRLOCK ASSEMBLY

TO OUTSIDE OF ENCLOSURE WALL)

 ASSEMBLY BACK VIEW 
(INSIDE ENCLOSURE)

32.0

3
8

.5

1
3

.0

ENCLOSURE WALL, SEE EG-22-M-8253 ENCLOSURE WALL, SEE EG-22-M-8253

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8".

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

 

8. CENTER DOOR ASSEMBLY OVER OPENING IN PANEL AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO PANEL. TYPICAL 2 INTERIOR DOORS.

 

9. CENTER DOOR ASSEMBLY OVER OPENING IN AIRLOCK AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO AIRLOCK. TYPICAL 2 AIRLOCK DOORS.

0.37

0
.5

0

9
.0

0

8
.0

0

0.25
0.13

 ASSEMBLY SIDE VIEW 

    DVS - AIRLOCK ASSEMBLY   

 DETAIL 1 

(TACK WELD

TYP. SEE NOTE 8

AND DETAIL 1)

(TACK WELD

TYP. SEE NOTE 9

AND DETAIL 1)

SEE SHEET 3
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 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8255
0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

3

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

1A

1B

1C

1D

1E

1

1 SHEET, 11 GA, 25.23" x 52.26", CS

2 SHEET, 11 GA, 23.38" x 55.73", CS

2

2

4

1. SEE SHEET 1 FOR NOTES.

2

    DVS - AIRLOCK ASSEMBLY   

24.50

5
4

.5
0

2
4

.0
0

 EXPLODED AIRLOCK BODY ASSEMBLY 

AIRLOCK BODY ASSEMBLY

1A

1B

1B

1C

1C

1D

1D

1E

1E

1E

1E

 ASSEMBLY SIDE VIEW  ASSEMBLY TOP VIEW 

1.12
52.26

2
4

.0
0

 BENT FRONT VIEW  BENT SIDE VIEW 

 UNBENT FRONT VIEW 

52.26

2
5
.2

3

 ITEM  1A

 BENT TOP VIEW 

 BENT FRONT VIEW 

 UNBENT FRONT VIEW 

1
.1

2

54.50

2
3
.3

8
2
3
.3

8

55.73

 ITEM  1B

(2 REQ’D)

 ITEM  1C

(2 REQ’D)

4.19 15.00

23.38

3
.3

8
1

5
.0

0

2
1
.7

6

 BENT TOP VIEW 

1
.1

2

1.12

2
1
.7

6

 BENT FRONT VIEW  UNBENT FRONT VIEW 

2
1
.7

6

1.73

 ITEM  2A

1.12

1
.1

2
1

.1
2

 BENT FRONT VIEW 

 BENT TOP VIEW 

 BENT SIDE VIEW 

 ITEM  1E

(4 REQ’D)

 ITEM  1
AIRLOCK BODY ASSEMBLY

SHEET, 11GA, 21.76" x 23.38", CS

SHEET, 11 GA, 1.73" x 21.76", CS

SHEET, 12 GA, CS

(SEAL WELD INTERIOR

ONLY TYP.)

 ITEM  2
AIRLOCK DOOR ASSEMBLY

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

2

2A

2B

1

1

1

AIRLOCK DOOR ASSEMBLY

16.00

1
6

.0
0

0.63 14.34

15.60

0
.6

3
1
4
.3

4

1
5

.6
0

R
0.6

9

 ITEM  2B

2A

2B

 EXPLODED AIRLOCK DOOR ASSEMBLY 

PLATE, 1/2"x15.60"x15.60", CS

PLATE, 3/8"x16.00"x16.00", CS

 ASSEMBLY FRONT VIEW 

0.20

0
.2

0

 ASSEMBLY SIDE VIEW 

(SEAL

WELD)
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07/28/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8255
0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

3

1. SEE SHEET 1 FOR NOTES.

3

    DVS - AIRLOCK ASSEMBLY   

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

3

3A

1

1 GASKET, 0.88", EPDM, 40 DUROMETER

15.85

1
5
.8

5

-

A

0.38

0.50

0
.1

3

0
.6

3

0
.8

8

 ITEM  3
AIRLOCK DOOR GASKET

AIRLOCK DOOR GASKET

 SECTION A 

3A

0.251.251.25

3.00

0
.3

8
0

.6
3

1
.3

8

0
.5

5

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

4

4A

1

1

AIRLOCK HINGE SPACER

PLATE, 1"x1.38"x3.00", CS

 

60^

(TYP.)

8-32 UNC-2B

DRILL 0.50

TAP 0.38

(TYP. 3 PLC’S)

4A

 ITEM  4
AIRLOCK HINGE SPACER

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

4

4A

1

1

 

60^

(TYP.)

5A

 ITEM  5

0
.3

8
0

.6
3

1
.3

8

0.25 1.25 1.25

3.00

0.19

PLATE, 1/4"x1.38"x3.00", CS

AIRLOCK HINGE SHIM

AIRLOCK HINGE SHIM

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

9

9A

1

1

 ITEM  9

0.22 2.37

2.82

1
.1

31
.4

0

AIRLOCK LATCH SHIM

AIRLOCK LATCH SHIM

PLATE, 3/8"x1.40"x2.82", CS

�PU

�PU�PU

�PU

�PU�PU
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07/29/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8256
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

2

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1

1

1

2

1

58 McMASTER CARR

    DVS-MAIN GLOVE PORT/WINDOW ASSEMBLY   

 EXPLODED WINDOW ASSEMBLY 

ENCLOSURE WALL, SEE EG-22-M-8253

 ASSEMBLY FRONT VIEW 

-

A

 SECTION A 

1

OPERATOR WINDOW, 1/2" THK. AR POLYCARBONATE MAKROLON

2

3

OPERATOR WINDOW GASKET, EPDM, 40 DUROMETER

4

OVAL ENCLOSURE RING ASSEMBLY W/PURGING AND EJECTION TOOL CRL 39583 W/36534

5

OPERATOR WINDOW FRAME ASSEMBLY

6

MACHINE SCREW, SLOTTED HEAD, 1/4"-20 x 5/8", CS 90276A539

1

2

3

5

6

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8" UNLESS NOTED OTHERWISE.

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

 

8. CENTER DOOR ASSEMBLY OVER OPENING IN PANEL AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO PANEL. TYPICAL 2 INTERIOR DOORS.

 

9. CENTER DOOR ASSEMBLY OVER OPENING IN AIRLOCK AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO AIRLOCK. TYPICAL 2 AIRLOCK DOORS.

(PANEL OPENING)

(30.00)

(P
A

N
E

L
 O

P
E

N
IN

G
)

(5
1

.0
0

)

0.81 15.00

0
.8

1
2

5
.5

0

1/4

1/4

ENCLOSURE WALL, SEE EG-22-M-8253

1

 BACK PLATE WELDMENT 

ENCLOSURE WALL, SEE

EG-22-M-8253

1.00

(TYP.)

3.00

(TYP.)

1
.0

0

(T
Y

P
.)

(T
Y

P
.)

3
.0

0

0
.3

8
5
2
.6

3

5
3
.3

8

0.38 31.63

32.38

(TYP.)
DRILL THROUGH AND TAPPED

FOR 1/4"-20 UNC (TYP. 58 PLC’S)

BACK PLATE, 3/8"x9/16"x170", CS

0.56

 FRONT VIEW  SIDE VIEW 

 ITEM   

R
4
.4

3
8

(T
Y

P
.)

R10.938

(TYP.)

R10.938

R
4
.4

3
8

(T
Y

P
.)

2.3576.0006.000

(TYP.)

(TYP.) (TYP.) (TYP.)

15.125

31.375

1
1

.1
1

8 2
.5

0
0

2
.5

0
0

5
2

.3
7

5

6
.6

8
0

1
3

.8
7

6

 ITEM   1 2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

0.81 30.00

31.63

0
.8

1
5

1
.0

0

5
2
.6

3

-

B

 FRONT VIEW  SECTION B 

 ITEM   3

0.13

0.50

0.75

SEE SHEET 2

�PU

�PU�PU

�PU

�PU�PU

         

         

         

         

*** Use for PLOT FENCE ***

A

12345

B

C

D

E

5 4 3 2 1

DateSymbol Approved

Revisions

Description

TOOELE ARMY DEPOT

TOOELE, UTAH

Rev.

�PU

Sheet

of�PU�PU

US Army Corps

of Engineers

Checked by:

Drawn by:

DEPARTMENT OF THE ARMY

PROGRAM MANAGER FOR

CHEMICAL DEMILITARIZATION

ABERDEEN PROVING GROUND, MARYLAND 

US ARMY ENGINEER DISTRICT SACRAMENTO

CORPS OF ENGINEERS

SACRAMENTO, CALIFORNIA

Scale:

CHEMICAL STOCKPILE  DISPOSAL PROGRAM

DACA87-89-C-0076

EG&G Contract No.

Engineer:

Sheet reference

number:

Date:

EG&G Approved:

PMCD Mgr. Concur:

UNCONTROLLED COPY  -    UNLESS STAMPED OTHERWISE BY DCC

UNCONTROLLED COPY  -    UNLESS STAMPED OTHERWISE BY DCC
DRAWING STATUS

NO. DATE REVISION DESCRIPTION DRAWN CHK.
PROJ.

ENGR.
PROJ.

MGR.ENGR. MGR.

PROJ.DISC. Q.A.Q.C.

ENGR. ENGR.

EQC

NO SCALE

N/A

A Division of



SD NICHOLES

         

         

         

         

NOTES:

          

          

          

          

          

          

          

          

      

07/29/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8256
0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

2

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

5

5A

5B

1

2

2

    DVS-MAIN GLOVE PORT/WINDOW ASSEMBLY   

MAKROLON

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

1
.6

3

3
.0

0

(T
Y

P
.)

(T
Y

P
.)

0.63

1.63

5
4
.2

5

0.27 THRU HOLE

(TYP. 18 PLC’S)

45%%d

45%
%d

-

C

 BENT FRONT VIEW  UNBENT FRONT VIEW 

5A ITEM  
(2 REQ’D)

45%%d

1.63

0.63

3
.0

0

(T
Y

P
.) 1

.6
3

(T
Y

P
.)

45%
%d

2.22

2.22

-

C

 UNBENT FRONT VIEW  BENT FRONT VIEW 

5B ITEM  
(2 REQ’D)

 VIEW C 

0
.5

6

90%
%d

R
0.13

OPERATOR WINDOW FRAME ASSEMBLY

SHEET, 11 GA, 2.22"x54.25", CS

SHEET, 11 GA, 2.22"x33.13, CS

0.27 THRU HOLE

(TYP. 11 PLC’S)

1. SEE SHEET 1 FOR NOTES.

2

33.25

5
4
.2

5

3
3
.2

5

(TYP.)

5A
5A

5B

5B

5 ITEM  
OPERATOR WINDOW FRAME ASSEMBLY
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07/29/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8257
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

1

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1

1

1

2

1

36 McMASTER CARR

    DVS-DRAIN GLOVE PORT/WINDOW ASSEMBLY   

 EXPLODED WINDOW ASSEMBLY 

ENCLOSURE WALL, SEE EG-22-M-8253

 ASSEMBLY FRONT VIEW  SECTION A 

1

OPERATOR WINDOW, 1/2" THK. AR POLYCARBONATE MAKROLON

2

3

OPERATOR WINDOW GASKET, EPDM, 40 DUROMETER

4

OVAL ENCLOSURE RING ASSEMBLY W/PURGING AND EJECTION TOOL CRL 39583 W/36534

5

OPERATOR WINDOW FRAME ASSEMBLY

6

MACHINE SCREW, SLOTTED HEAD, 1/4"-20 x 5/8", CS 90276A539

1

2

3

5

6

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8" UNLESS NOTED OTHERWISE.

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

 

8. CENTER DOOR ASSEMBLY OVER OPENING IN PANEL AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO PANEL. TYPICAL 2 INTERIOR DOORS.

 

9. CENTER DOOR ASSEMBLY OVER OPENING IN AIRLOCK AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO AIRLOCK. TYPICAL 2 AIRLOCK DOORS.

(PANEL OPENING)

(30.00)

(1
6

.8
8

)

0.81 15.00
1/4

1/4

1

 BACK PLATE WELDMENT 

ENCLOSURE WALL, SEE

EG-22-M-8253

1.00

(TYP.)

3.00

(TYP.)

1
.0

0

(T
Y

P
.)

(T
Y

P
.)

0
.3

8
1

8
.5

0

1
9
.2

5

0.38 31.63

32.38

(TYP.)
DRILL THROUGH AND TAPPED

FOR 1/4"-20 UNC (TYP. 36 PLC’S)

0.56

 FRONT VIEW  SIDE VIEW 

 ITEM   

R4.438

R10.938

(TYP.)

R10.938

R
4
.4

3
8

(T
Y

P
.)

2.3576.0006.000

(TYP.)

(TYP.) (TYP.) (TYP.)

15.125

31.375

6
.6

2
5

2
.5

0
0

2
.5

0
0

1
8
.2

5
0

2
.1

8
7

1
3

.8
7

6

 ITEM   1 2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

0.81 30.00

31.63

0
.8

1
1
6
.8

8

1
8

.5
0

-

B

 FRONT VIEW  SECTION B 

 ITEM   3

0.13

0.50

0.75

-

A

0
.3

8

9
.2

5

ENCLOSURE WALL,

SEE EG-22-M-8253

2
.8

1

(T
YP.)

1
.6

3

(T
Y

P
.)

(T
Y

P
.)

0.63

1.63

2
0
.1

3

45%%d

45%
%d

-

C

 BENT FRONT VIEW  UNBENT FRONT VIEW 

5A ITEM  
(2 REQ’D)

45%%d

1.63

0.63

3
.0

0

(T
Y

P
.) 1

.6
3

(T
Y

P
.)

45%
%d

2.22

2.22

-

C

 UNBENT FRONT VIEW  BENT FRONT VIEW 

5B ITEM  
(2 REQ’D)

 VIEW C 

0
.5

6

90%
%d

R
0.13

0.27 THRU HOLE

(TYP. 11 PLC’S)33.25

2
0
.1

3

3
3
.2

5

(TYP.)

5A
5A

5B

5B

5 ITEM  
OPERATOR WINDOW FRAME ASSEMBLY

2
.8

1

0.27 THRU HOLE

(TYP. 7 PLC’S)

BACK PLATE, 3/8"x9/16"x101.75", CS

�PU

�PU�PU

�PU

�PU�PU
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07/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8258
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

1

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1

1

1

1

30 McMASTER CARR

 EXPLODED WINDOW ASSEMBLY 

 SECTION A 

OPERATOR WINDOW, 1/2" THK. AR POLYCARBONATE MAKROLON

OPERATOR WINDOW GASKET, EPDM, 40 DUROMETER

OPERATOR WINDOW FRAME ASSEMBLY

MACHINE SCREW, SLOTTED HEAD, 1/4"-20 x 5/8", CS 90276A539

1

2

3

5

6

1. ALL INTERIOR WELDS SHALL BE SEAL WELDS.

 

2. ALL INTERIOR WELDS SHALL BE GROUND WITH 150 GRIT TO A 2B SURFACE FINSIH.

 

3. ALL BEND RELIEFS TO BE MINIMUM.

 

4. ALL INTERIOR BEND RADII TO BE MINIMUM OF 5/8" UNLESS NOTED OTHERWISE.

 

5. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

6. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

7. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

 

8. CENTER DOOR ASSEMBLY OVER OPENING IN PANEL AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO PANEL. TYPICAL 2 INTERIOR DOORS.

 

9. CENTER DOOR ASSEMBLY OVER OPENING IN AIRLOCK AND TACK WELD HINGE SPACER AND

   CATCH SPACER TO AIRLOCK. TYPICAL 2 AIRLOCK DOORS.

(P
A

N
E

L
 O

P
E

N
IN

G
)

(2
4

.0
0

)

(15.00)

1/4

1/4

 BACK PLATE WELDMENT 

ENCLOSURE WALL, SEE

EG-22-M-8253

1.00

(TYP.)

3.00

(TYP.)

1
.0

0

(T
Y

P
.)

(T
Y

P
.)

0
.3

8
1
6
.6

3

1
7
.3

8

0.38 25.63

26.38

(TYP.)
DRILL THROUGH AND TAPPED

FOR 1/4"-20 UNC (TYP. 30 PLC’S)

0.56

 FRONT VIEW  SIDE VIEW 

 ITEM   

25.375

1
6

.3
7

5

 ITEM   1 2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

0.81 24.00

25.63

0
.8

1
1

5
.0

0

1
6
.6

3

-

B  FRONT VIEW  SECTION B 

 ITEM   3

0.13

0.50

0.75

-

A

1
.6

3

(T
Y

P
.)

(T
Y

P
.)

0.63

1.63

1
8
.2

5

45%%d

45%
%d

-

C

 BENT FRONT VIEW  UNBENT FRONT VIEW 

4A ITEM  
(2 REQ’D)

45%%d

1.63

0.63

3
.0

0

(T
Y

P
.) 1

.6
3

(T
Y

P
.)

45%
%d

2.22

2.22

-

C

 UNBENT FRONT VIEW  BENT FRONT VIEW 

4B ITEM  
(2 REQ’D)

 VIEW C 

0
.5

6

90%
%d

R
0.13

0.27 THRU HOLE

(TYP. 11 PLC’S)

27.25

1
8
.2

5

2
7
.2

5
(TYP.)

4A
4A

4B

4B

4 ITEM  
OPERATOR WINDOW FRAME ASSEMBLY

0.27 THRU HOLE

(TYP. 6 PLC’S)

BACK PLATE, 3/8"x9/16"x86.00", CS

    DVS-LIGHT/WINDOW ASSEMBLY   

 ASSEMBLY TOP VIEW 

0.81

7.50

0
.8

1

1
2

.0
0

ENCLOSURE ROOF,

SEE EG-22-M-8253

1

3
.0

0

3
.0

0

1

2

3

5

ENCLOSURE ROOF,

SEE EG-22-M-8253

4
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07/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8258
0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

2

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1

1

1

2

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

    DVS-LIGHT/WINDOW ASSEMBLY   

2

-

D

-

E

 LIGHT COVER ASEMBLY TOP VIEW 

 SECTION D 

 SECTION E 

1

 TOP VIEW 

 FRONT VIEW  SIDE VIEW 

28.00

1
9
.2

5
5
.1

3

11.505.00

3/8" THRU HOLE

(TYP. 2 PLC’S)

LIGHT COVER LID

2

PIANO HINGE, SURFACE MOUNT, 0.120" THICK LEAF, 2" OPENING McMASTER CARR 15665A99

2
4
.9

8
1
.6

1

2
8
.0

0

19.25

3

HANDLE W/NUTS McMASTER CARR 11665A3

4 4

SEE SHEET 1 FOR LIGHT

WINDOW ASSEMBLY

SEE SHEET 1 FOR LIGHT

WINDOW ASSEMBLY

FLUORESCENT LIGHTS WITH REFLECTOR, 24"x8"x4 WITH BALLAST McMASTER CARR 1602K4

 ITEM   1

5

6

1 PLATE, 1/8"x28.0"x29.5", CS, BENT

2 PLATE, 1/8"x5.0"x19.0", CS

1/8 (3 SIDES

TYP.)

2
1/8

(3 SIDES

TYP.)

1-6

1. ALL BEND RELIEFS TO BE MINIMUM.

 

2. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

3. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

4. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

 

5. CENTER LIGHT COVER OVER LIGHT WINDOW PRIOR TO WELDING HINGES TO ENCLOSURE.

�PU

�PU�PU

�PU

�PU�PU
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SD NICHOLES

         

         

         

         

NOTES:

          

          

          

          

          

          

          

          

      

07/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8259
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

1

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

1

1

10

6

3

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

DVS - DOOR ASSEMBLY

 DOOR ASSEMBLY FRONT VIEW  DOOR ASSEMBLY SIDE VIEW 

 EXPLODED DOOR ASSEMBLY 

8.00 43.13

62.63

5
2
.6

3

2
6

.3
1

0
.5

0
0

.5
0

1.69

1.50
5

.5
0

3/16
(TYP.)

2.25

2
.2

5

0.19

0
.1

9

(TYP.)

(TYP.)

(T
Y

P
.)

(T
Y

P
.)

DOOR ASSEMBLY

1

2

3
(TYP.

10 PLC’S)

4 (TYP. 6 PLC’S)

5(TYP. 4 PLC’S)

DOOR GASKET, EPDM, 40 DUROMETER

PNEUMATIC CLAMP DE-STA-CO 802-U

SIDE CLAMP MOUNTING BRACKET

TOP/BOTTOM CLAMP MOUNTING BRACKET

19.3124.00

1
.3

1
2

5
.0

0
2

5
.0

0

 ITEM   2

6

1 PLATE, 3/16"x62.63"x52.63", CS

67

7

2 PLATE, 3/16"x62.63"x1.50", CS

8

8

2 PLATE, 3/16"x57.75"x1.50", CS

9
9

2 PLATE, 3/16"x52.25"x1.50", CS

2 PLATE, 3/16"x47.38"x1.50", CS

2 ROD, 5/16" DIA, x 9", CS, BENT

10

10

11

 FRONT VIEW  SIDE VIEW 

 BACK VIEW 

1/8
(TYP.)

1/8
(TYP.)

1/8

1/8
(TYP.)

1/8

12 12

12 12

4 PLATE, 1"x1.63"x3.5", CS

0.81 0.94 0.94

3.50

0
.8

1

1
.6

3

THRU DRILL AND TAP FOR 1/2"-13

(TYP. 3 PLC’S)

 ITEM   12

2.25 57.75

62.25

2
.2

5
4
7
.7

5

5
2
.2

5

DOOR GASKET

 TOP VIEW 

 FRONT VIEW  SIDE VIEW 

2
.0

0

2
.1

9

1.58

2
.0

0

0.25

0.50

0
.4

4
1
.0

6

1
.9

3

0
.8

4

0.22

3/16
(TYP.)

3/16

 ITEM   4

SIDE CLAMP MOUNTING BRACKET

0
.8

8

2.00 1.830
.8

8

2
.0

0

0
.8

4

0
.5

6

0
.2

5
2
.0

6

0
.7

5

0
.5

0

1
.5

0

0.44 1.06

1
.9

3

0.25

3/16
(TYP.)

3/16

 TOP VIEW 

 FRONT VIEW  SIDE VIEW 

 ITEM   5

SIDE CLAMP MOUNTING BRACKET

AS REQ’D PLATE, 1/4", CS

13

13 (TYP.)

(TYP.)

 ITEM   1

DOOR ASSEMBLY

 SIDE MOUNTING BRACKET WELDMENT 

3/16
(TYP.)

3/16

 TOP/BOTTOM MOUNTING BRACKET WELDMENT 

3/16
(TYP.)

3/16

14

15

40

40

MACHINE SCREW, #10-24 x 1", CS McMASTER CARR 93075A247

LOCK NUT, #10-24, CS McMASTER CARR 90675A011

ATTACH CLAMP TO

BRACKET USING

ITEMS 

ATTACH CLAMP TO

BRACKET USING

ITEMS 14 15

14 15

1. ALL BEND RELIEFS TO BE MINIMUM.

 

2. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

3. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

4. PARTS TO BE CLEAN OF ANY WELD SPLATTER.

FRAME ASEMBLY, SEE

EG-22-M-8254
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07/30/08

                 OFF SITE                

 AREA 10 - SECONDARY WASTE SAMPLING (SWS)

EG-22-M-8260
 1 0A

0A ISSUED FOR CONSTRUCTION

0A 06/30/08 ISSUED PER EWO 379604 & ECP 4554 SDN

1

Bill of Material

ITEMQTY DESCRIPTION MANUFACTURER PART NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

8

8

16

UNLESS OTHERWISE SPECIFIED

DIMENSIONS ARE IN INCHES.

BREAK SHARP EDGES - .005/.015

DECIMAL TOLERANCE AFTER FINISH

.X = .1

.XX = .06

.XXX = .015

ANGLES = 0^-30’

DVS - DOOR TROLLEY

TROLLEY ASSEMBLY P2950

12

8 CAP SCREW, 1/2"-13 x 1.5", CS

2

14

15

 TROLLEY ASSEMBLY TOP VIEW 

 TROLLEY ASSEMBLY FRONT VIEW  TROLLEY ASSEMBLY SIDE VIEW 

132.00

(2
3

.5
8

)

(8
0

.5
8

)

6.00

12.00

 TROLLEY ASSEMBLY ISOMETRIC VIEW 

3/16

3/16

(TYP. 4

PLC’S)

SEE EG-22-M-8259

FOR DOOR ASSEMBLY

AS REQ’D UNISTRUT COMBINATION, 1 5/8" UNISTRUT P1001 T

1

1

1

1

2

2

AS REQ’D UNISTRUTUNISTRUT, 1 5/8" P1000

3 3

3
3

3

3

UNISTRUT

 DETAIL 1 

4 5
(TYP. 8

PLC’S)

CHANNEL STUD NUT WITH SPRING, 1/2"-13x1.25" UNISTRUT P2381-3

95010A150NUT, 1/2"-13, CS

6
(TYP. 12

PLC’S)

CAP SCREW, 1/2"-13 x 1", CS

McMASTER CARR

91286A319McMASTER CARR

91286A318McMASTER CARR

3

7
.0

0

0.81

1.75

2.69

3.50

 FRONT VIEW 

 SIDE VIEW 

(TYP.)

PLATE, 1/4"x3.5"x7", CS

8

9/16" THRU

HOLE (TYP.

3 PLC’S)

(2 ASSEMBLIES REQ’D)

SEE DETAIL 2 FOR 

BRACKET (TYP. 4

PLC’S)

SEE DETAIL 1 FOR

MODIFIED TROLLEY

(TYP. 2 PLC’S)

 DETAIL 4 
(4 ASSEMBLIES REQ’D)

 TOP VIEW 

0.811.88

3.50

0
.9
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2

1. FIELD FABRICATE TROLLEY ONCE DVS ENCLOSURE IS INSTALLED IN THE FIELD.

 

2. ALL BEND RELIEFS TO BE MINIMUM.

 

3. CONDITION PARTS FOR SAFE HANDLING NO CUTTING EDGES PERMISSIBLE.

 

4. CLEAN AND PREPARE WELD SURFACES TO COMPLY WIH WELD CALLOUTS AND APPLICABLE

   SPECIFICATIONS.

 

5. PARTS TO BE CLEAN OF ANY WELD SPLATTER.
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